Dayton Versatile & Press Fit Compact Positive Pick-Up Pilots—mounted in a guided stripper—provide exceptional resistance to lateral deflection. A typical longer pilot can have several inches of exposed, unsupported surface and be susceptible to added sideways movement, stress, and wear. Dayton Compact Pilots are rigid during use; last longer; and are ideally suited for high-demand manufacturing applications.
**Versatile**

**DUAC and DPAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32.0
  - 13.0
  - 10.0
  - 23
  - 13
  - 11
  - H
- Range P: 8.0 - 6.0
- N: 8

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

- Range P: 16.01 - 20.00
- N: 20

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.

**Press Fit**

**DUAC and APAC**

Specify: Qty. Type D Code L P Dimension Alt. Steel

- Straight
  - 32
  - 20
  - 13
  - 06
  - 04

**Surface Coatings**

- XNT — DayTiN®
- XCN — TiCN
- XAN — DayTAN®

**Dayton Compact Pilots**

Pilots—which are mounted in a guided stripper—always maintain the proper extension, and there is no need to move or adjust the pilot during retiring.